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BreeZ® Multi-Shield 
Solvent based 
  
 
Description 
BreeZ® Multi-Shield is a high performance, general purpose, semi-permanent 
release coating specifically formulated for use with advanced molding materials 
in industries requiring assured contamination free fail-safe processing. It also 
offers effective multiple release efficiency with a wide range of molding compounds. 
For NON-VOC release agents, request technical data on WATERSHIELD. 
 
Used in: 
BreeZ® Multi-Shield is recommended for releasing epoxies, phenolics, polyester 
resins, polyimides, poly bismaleimides, various rubbers and elastomers. 
 
Before applying Multi-Shield, all previous waxes or oils should be removed 
using Mold Cleaner. 
If surfaces have been coated previously with a semi-permanent release agent, 
it may be possible to simply solvent wipe, dry, and apply Multi-Shield directly 
on top of existing surface. A test patch should be done to confirm this possibility. 
 
The benefits of BreeZ® Multi-Shield: 
- True semi-permanent multiple release capability 
- Ease of application  
- Fast cure 
- No transfer  
- High slip / lubricity  
- No build-up on mold  
- Thermal stability (> 900°F/480°C)  
- Easy recoat / touch-Up 
 
How to use BreeZ® Multi-Shield 

 

1. Apply Multi-Shield to a small area of the mold using a Bounty® paper towel, clean lint free cloth, or hand sprayer. 
  

2. While still wet, gently wipe dry using a separate clean Bounty® paper towel, lint free cloth.  
 

3. Make sure entire mold surface is coated in this manner, slightly over-lapping the last coated area if you are applying in 
sections. Be certain that all contours are adequately coated. Allow a minimum of 15 minutes cure time before 
application of the next coat.  
 

4. Apply a second coat of Multi-Shield in the same way and wait for a minimum of 30 minutes before using mold.  If 
application has been made to a warm surface, a shorter waiting period is needed. The use of heat (hot air, heat gun, 
oven) can enhance performance. Cure times can be halved at ~250°F/120°C. 

 
5. For touch up apply a single coat of Multi-Shield as above and continue processing. 

 

 

Packing 
BreeZ® Multi-Shield is available in the following sizes: 

3,75 liter cans. 

 

 

 

 

NOTE!   This product is PFAS-free (none fluorinated chemistry is used in this product!) 


